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Description 
Introduction 

Wallee-R is a stand-alone box that lets you project an interactive wall of images. During an event, it displays real-
time photos taken by participants with their smartphones. 

Connectors 

Wallee-R has a DC-IN connector for its power supply, an HDMI and VGA port for connection to the screen or video 
projector, an Ethernet connector and two WiFi antenna connectors. On the front panel, it has a power button and 
USB ports for transferring photos to a key and updating the box software. 

 

 
Connections 

Screw the two Wifi antennas on the housing. Then connect Wallee to the screen or video projector using the HDMI 
cable. Finally, plug the power plug. 

Switch on switch off 

To start Wallee, first turn on your broadcast device (projector, screen, etc.) then press the power button on the front 
of the module. To turn it off, press the button again. 

CAUTION: Wallee has an internal database for backing up photos. You must always turn off the module using the 
power button. A power failure can destroy its database and make it unusable.  



Interactive Photos Wall 
 
 

CAMtronic 
Version 1.5 

To send some pictures 
With the mobile app 'Wallee' 

Attendees can download the free "Wallee" mobile app (Android / iOS) available on Apple's AppStore and Google's 
GooglePlay. This app is compatible with Android versions 6 or higher and iOS 11 or higher. The application "Wallee" 
is simple and intuitive. It allows you to create photos, GIF animations or texts and to send your creations with a 
simple button (connection and automatic sending to the Wallee module). 

Without application 

If possible, we recommend using the Wallee mobile app for a better participant experience. In all other cases 
(unable to download the application, smartphone too old, etc. ..), 'Wallee' offers an integrated web application to 
allow all participants to share photos. For this, participants in the event must use their smartphones: 

 Connect to the Wi-Fi network "Wallee", 
 Launch their Internet browser and type "wallee.tv" in their search bar to launch the application. 

The Wallee web application is launched in the browser and participants can send their photos. 

Note: The web application has reduced functionality compared to the mobile application. 

With a Photobooth or a WiFi PRO transmitter 

Wallee has a private access (FTP with password) allowing a photobooth or a Wifi transmitter to share its photos on a 
different channel from the public (see section "Administration> System> User Access"). 

Connecting a Photobooth 

CAMtronic offers software to add to your terminals to make them compatible. This software, very easy to install on 
the Photobooth, automatically scans the directory of photos taken by the terminal. When a new photo appears, it 
automatically transmits it to Wallee, as would a participant with his Smartphone. This software is available for free 
for all current systems (Windows, Mac, Linux, in 32 or 64 bits). 

Connecting a Wifi Transmitter 

Wallee is compatible with all Wi-Fi transmitters for DSLRs (Nikon WT-x, Canon WFT-x, CamRanger, etc.). The 
connection parameters are as follows: 

 Wifi: 'Wallee' 
 Protocol: FTP 
 Address: 192.168.33.1 
 Port: 21 
 User: wallee 
 Password: the password of the system administrator ('wallee' by default) 

 



Interactive Photos Wall 
 
 

CAMtronic 
Version 1.5 

Supervision 
Remote Connection 

 
The connection to the Wallee Admin Console is as follows: 

 Connect to the Wi-Fi network "Wallee", 
 Using an Internet browser, enter the address "wallee.tv/admin", 
 The default password is "wallee", change the password. 

Note: Wallee still has the fixed IP address 192.168.33.1 on its Wifi interface. 

Case of a fixed installation 

In the case of a fixed installation, you can also access the administration console via the Ethernet port of the module. 
For it : 

 Connect the box to your local network via your router / box / Ethernet switch or directly to a computer if it is 
able to provide an IP address to the module (DHCP protocol), 

 Obtain the Wallee IP address (via your router / box / Ethernet Switch administrator), 
 Using a browser, log in to "http: // {Wallee IP Address} / admin" 

Main window 

 

The interface offers 4 pages accessible through the menu at the top right: 

 Live view: displays all visible photos on the wall, 
 'Pending' view: displays all the non-visible photos and / or waiting for validation, 
 Configuration: settings for wall display, 
 System: Wallee module system settings. 
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Live view 

 

The live view shows the photos displayed on the wall. Each photo has a chip  and an icon . The chip indicates 
the number of faces detected automatically in the photo. The icon  remove the image from the wall (you will find 
it in the 'waiting' view). 

‘Waiting’ view 

 

The 'waiting' view represents all the pictures not displayed. In the case of manual moderation, the photos sent by 
the participants will arrive in this area. It is then up to the system administrator to validate them with the button 
so that they appear on the medium of diffusion (passage of the photo in the live view). The icon  permanently 
deletes the image. At the bottom of the page, the icons  allow you to browse the 'pending' pages. The icon 

 allows you to manually add an image. 
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Configuration 

The configuration page allows you to customize the wall display. 

ATTENTION: Each modification must be validated thanks to the button  at the bottom of the page. 

 

Themes 

Several themes are available (and updated periodically). They allow to personalize the display. Some of them display 
the photos in their sets, others use the automatic face recognition module and only display them. Here are some 
examples available : 

Thème Description Réglages 
Fireworks Distributed display of the last 24 photos Size and time limit 
Polaroid Shows the last 8 photos as Polaroid Time limit 
Stelar Shows the faces of the last 5 photos in space none 
… … … 

 

Optional themes: example of the "Logo" theme 

CAMtronic can provide you with several custom themes to suit your needs. For example, the theme "Logo" allows to 
build a logo and / or slogan from the photos of participants. For this, the theme retrieves the last 64 photos available 
and builds a patchwork from the title and logo provided. 

Theme settings 

This tab allows you to modify the settings of the selected theme. Photo size, moving speed, and idle time (animate 
the wall after a certain time if no new image has been received). Finally, the views allow to modify the theme in real 
time. 

Note : These parameters are optional. Some themes do not support them. 
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Title, banner and user help 

These are texts whose font, size and positioning can be chosen. They allow to give a title to the wall as well as a help 
to the user. For the user help, the 'default' button is used to automatically enter the standard user help. 

Logo and wallpaper 

You can choose a logo for your event. You can also choose an image as wallpaper Wallee. Add an image or logo with 
the button . 

Note: Some themes do not take into account the background image. 

System 

The system page allows you to adjust Wallee technical parameters. 

 

User access 

This tab allows you to set both accesses to the box. Public access (http) allows participants, via their mobile phones, 
to post photos. Private access (ftp with password) allows to connect to Wallee selfie terminals or professional WiFi 
transmitters. 

For each access, the administrator can choose a photo validation mode. In the case of an automatic validation, the 
sent photo appears directly in the live view. In the case of manual validation, it appears in the 'pending' view. It is 
then up to the administrator to click on the icon to make it visible. In the case 'not connected', access is forbidden. 

Authorizations for publications 

This tab allows you to choose the publications allowed on the wall. You can choose to allow or prohibit live photos, 
photos from the phone gallery, and text. When a user publishes an unauthorized type of photo, he will receive an 
informational message telling him that the wall refuses this type of photo. 
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Samples 

The 'samples' section allows to emit examples of photos to Wallee. This function allows you to test the wall of 
photos without participants. 

USB export 

This button is used to export photos to an external USB drive. To do this, insert a USB key into one of the available 
ports and click the button. Wait for the progress bar to finish. A message then tells you if the operation went well. 
You can then remove the key. 

Management of the database 

The database section allows: 

 Clear all the photos on the wall (all photos are not visible in the 'waiting' section), 
 Permanently remove all Wallee photos (CAUTION: Photos are deleted from the database). 

Choice of the WIFI channel 

You can change the cancel WIFI of the case. This parameter will only be taken into account after a restart. 

Choice of language 

Wallee is translated as it evolves. In this section you can choose the language of your choice. 

Changing the password 

This button is used to change your password. Modify it at least once during the first start of the module. All Wallee 
ships with the default password "wallee". 

Software update 
To update Wallee: 

 Download the latest version of the software from http://camtronic.fr (".cam" file), 
 Copy the file to a USB stick and insert it into an available Wallee black port, 
 Connect Wallee to a screen and start it, 
 Wait for the update phase, 
 Once the Wallee screen appears, shut down the module using the power button. 

Note: The version of Wallee is displayed at the bottom of the system tab. 

WARNING: Updating Wallee systematically erases all system settings (settings, password, photos, etc..). When 
restarting, the password is the default. Change it again. 

 


